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ABSTRACT 


A discussion of the design, and construction and 
utilization of a Pseudo-Noise Sequence Generator/Correlator 
and a Flexible Spread Spectrum System in which it is employed 
1s presented. This equipment is an educational tool for 
instruction, research and demonstration of spread spectrum 
technigues. 

Pseudo-Noise sequences of lengths 7 through 4095 are 
generated and utilized to spread a signal over a maximum 
bandwidth of approximately 15 MHz. Signals spread over a 
bandwidth of 5 MHz or less may be successfully recovered 
by means of a Delay-Lock Tracking Loop. Linear and hard- 
limited channel configurations are available. Message 
bandwidths up to approximately 28 kHz are accommodated. 

While designed as an educational tocol, the Flexible 
Spread Spectrum System has a stand-alone capability as a 


cable communications system. 
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fT. %UINPRODUCHEON 


wee OREODE OF THE THESIS 

The purpose of this thesis is to present the design, 
construction and utilization of a Pseudo-Noise Sequence 
Generator/Correlator and a Flexible Spread Spectrum System 
in which it is employed. While this system is designed to 
be a versatile research tool and demonstration aid, it has 
a stand-alone capability as a spread spectrum cable 
communications system and is readily adapted to other 


channels. 


Beeeeel READ SPECTROM COMMUNICATIONS 

While sacrificing linear channel bandwidth and increasing 
system complexity, spread spectrum (SS) techniques permit 
low probability of intercept, Jam resistant communications. 
Additional attributes of spread spectrum communications 
include multiplexing efficiency in a nonlinear channel, 
Peiisctive calling/identification, multipath protection, 
and accurate time of arrival measurement. Use of spread 
spectrum techniques is not limited to communications systems: 
navigation, identification, and radar systems currently 
benefit from spectrum spreading. 

There are three primary spread spectrum techniques: 
pseudo-noise (PN) modulation, Ee Ney EhoDDNgE and time 


hopping. Only PN modulation will be discussed since the 
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Flexible Spread Spectrum System (FSSS) is a PN modulated 
communications system. For the same reason, discussion of 
spread spectrum techniques will be limited to their use 

in communications systems. 

The block diagram of a conventional communications 
system is shown in Figure l, as are the frequency domain 
representations of signals at various points in the system 
Conversion of this system to a Spread spectrum system is 
shown as Figure 2 along with the new frequency spectra. 

The only signal processing modifications involved in the 
change are: (a) modulation of the mesSage carrying signal 
by a PN sequence at the transmitting and receiving terminals, 
and (b) a synchronization loop for the receiving terminal's 
PN generator. PN sequence characteristics are discussed in 
detail in IIA. A typical sequence is shown as Figure 7c. 

A comparison of frequency spectra in Figures 1 and 2 
shows that the converted system's transmitted signal has 
been "“spread" in frequency and has a lower power spectral 
density; at the receiver, the message spectral density is 
increased to its "pre-spread" level. This spreading and 
despreading is made possible by the autocorrelation function 
exhibited by PN sequences (Figure 5). When the transmitting 
terminal's PN generator is clocked at a frequency (£2) which 
is much greater than the message bandwidth (fs the message 
spectrum is Spread to a new bandwidth approximately equal 


to fos Correspondingly, the average message power spectral 
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density is decreased by the factor Eee This reduction 
results in the low probability of intercept attribute of 
spread spectrum systems. That is, if two stations lower 
their transmitted power to a level just sufficient for 
reliable communications, the transmitted signal's spectral 
density is generally below the ambient noise power spectral 
density No of an interceptor's receiver. 

At the receiving terminal, code synchronization is 
achieved by one of several methods such as a delay-lock 
tracking loop, and then the receiver's PN generator despreads 
the desired signal while simultaneously spreading any 
interfering signal over a bandwidth of f Hertz. Since the 
pec iver IF bandwidth is approximately fa Hextz, theverrec. 
tive power of the interfering signal has been reduced by 
a factor of f/f Thus, conversion of a communications 
system to a spread spectrum communications system decreases 
the probability of the system being intercepted and increases 


its Jam resistance. 
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II. THE PN GENERATOR/CORRELATOR 


The Flexible Spread Spectrum System includes 3 PN 
Generator/Correlators: one to spread the spectrum in the 
transmitting subsystem, another to generate a code for 
despreading the signal in the receiving/processing subsystem, 
and a third to be utilized as a co-channel user. 

Each PN Generator/Correlator contains its own clock, 
variable length shift register, coincidence correlator, 
baseband delay-~lock tracking loop (DLTL), and Phase Reversal 
Keying (PRK) modulator. Two of the PN Generators contain 
their own +5 and +15 volt power supplies. A photograph 
of the PN Generator/Correlator is shown as Figure 3. 

Although the PN Generator was designed to be a component 
of the FSSS it is a highly versatile unit and may be utilized 
in any application requiring pSeudo-noise sequences or a 
PN PRK signal. Additionally, the PN Generator is capable 
of performing as a digital signal generator for a wide 


variety of applications. 


aX. PSEUDO-NOLSE  SEQOUBNCES 
i) Sevasacteristics of PN Sequenees 
PN sequences are repeatable binary sequences con- 
Sisting of a semi-random distribution of 'l's and 'O's. 
Were their binary distribution completely random, the Sequence 
would be non-deterministic and therefore unusable in any 


application requiring synchronous sequences. 
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Maximal length sequences are a particular class of 
PN sequences. They are typically generated by modulo-two 
summation and feedback of selected outputs of shift register; 
a typical generator is shown in Figure 4. When produced by 


"n", maximal length sequences have 


a shift register of length 
a period of 2" ~ 1 bits. The "-1" results from the DIO— 
hibited "all 0" state: if the shift register were ever to 
arrive at this state, it would remain there indefinitely. 
As a result, the total number of ‘'l's in a maximal length 
sequence is exactly one greater than the total number of 
"O's. In the remainder of this thesis, the terms ‘maximal 
length sequence' and 'PN sequence' will be used synonymously. 
Within a PN sequence, the proportion of "runs" of 


Pength “x", or “x” consecutive repetitions of ‘l's or ‘O's, 


is equal to 2°>*. For example, 5 the runs are of length i, 


z ope Of length 2, etc. 
The most useful characteristics of PN sequences are 
their cross-correlation and autocorrelation functions. 
Cross-correlation of a PN sequence with anything other than 
itself is difficult to generalize; however, it is usually 
Significantly less than the peak of the sequence's auto- 
correlation function. A binary PN sequence autocorrelation 
function is shown as Figure 5. The value of this function 
for zero dislacement (tT = 0) is equal to 1 and decreases 
to a value "y" when the displacement 1S greater than one 


pet length, T. For binary logic levels, the exact value of 


y is: 


Eo 
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Thus, as shift register and sequence lengths are increased, 
y increases to a maximum value of >. This two level auto- 
correlation function recommends spread spectrum techniques 
for a variety of applications. In navigation and time/ 
distance measurement applications, for example, the sharp 
peak of the autocorrelation function permits exact time of 
arrival meaSurement and avoidance of multipath interference 
by signals delayed in time by more than one bit. 
Autocorrelation of a bipolar (+1) signal yields a 
Similarly shaped autocorrelation function having a peak 
value of 1; however, in this case the second level of the 


function is: 


The power spectrum of a PN sequence is readily 
obtained by taking the Fourier transform of its autocorrela- 
tion function. Figure 6 shows the power spectrum of a PN 
sequence generated by a shift register of length n = 3. 

This spectrum consists of discrete spectral lines within 
an envelope E where 
Sin (t ft) é 


B= “7 fe 
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The separation of the spectral lines (p) within the 


envelope is the reciprocal of the code period, that is 


(2a ee 


Thus, as shift register length is increased, the spectral 
lines become more numerous and move closer together. 

At the transmitting terminal of a spread spectrum 
communications system (q.v. Figure 2) a modulated RF carrier 
is phase shift keyed by a PN sequence. This produces a 
Signal whose spectrum, now centered at fo 1s Similar to 
that shown in Figure 6; however, instead of discrete spectral 
lines, the SS signal's envelope contains replicas of the 
message spectrum, which are usually overlapped. 

2. PN Sequence Generation 

PN Sequences are generated by selectively summing 
the outputs of shift register positions and feeding the sum 
back into the shift register input. A shift register PN 
generator of register length 3 is shown in Figure 7a. Each 
time a clock pulse occurs, the outputs of register positions 
l1 and 2 are modulo-two summed (exclusive-or'ed) and fed back 
to the input of register position 3. 

Figure 7b shows the state of the shift register 
flip-flops for successive clock pulses; after 2? = ie 
pulses the sequence repeats itself. It should be noted 


that the shift register takes on all possible states except 
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> OUTPUT p(t) 





(a) Shift Register Circuit 


CLOCK PULSE REGISTER STATE 
1 | a 1 
2 oO 61 1 
3 0705 
4 es a8) 
5 Oo 1 O 
6 Oe 4 
7 1 ens. 
8 1 yo 


(b) Shift Register State Transition 


p(t) 





(c) Output Pseudo-Noise Sequence 


Figure 7. GENERATION OF A PSEUDO-NOISE SEQUENCE 
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the "000" state, a "terminal" state. Figure 7c shows the 
punctual PN sequence p(t) which is taken from the output of 
register position #l. The outputs of register positions 

#2 and #3 are versions of p(t) displaced by one and two 
bits, respectively. 

Appendix B lists the various register position outputs 
to be modulo-two summed, or "tapped" to generate a maximal 
length sequence from a shift register of length 3 to 12. 

The mathematics for deriving codes listed in Appendix B 
may be found in Reference B. 
Boetne Delay-Lock Tracking Loop 

A delay-lock tracking loop (DLTL) performs the same 
function for PN sequences as a phase locked loop does for 
Sinusoids, that of bringing two signals to phase coherence. 
To carry the analogy further, phase detection in a phase 
locked loop is similar to differencing two correlation 
products in a DLTL. 

Correlation generally consists of multiplying a 
Signal by the delayed version of another signal (cross- 
correlation) or itself (autocorrelation) and integrating 
the result. Many types of correlators may be utilized in 
a DLTL, depending upon the frequency and form of the signals 
to be correlated. Digital correlation at baseband is 
accomplished by means of a coincidence correlator; Figure 8 
is a block diagram of such a device. Coincidence correlators 
utilize the principle that modulo-two summation and inversion 


of binary waveforms is equivalent to multiplication. 
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The block diagram of a DLTL is shown as Figure 9. 

A DLTL synchronizes two PN sequences by: (a) correlating 
an external sequence against 2 sequences displaced + one 
bit or less from the internal sequence (b) differencing the 
correlation products, and (c) utilizing the resultant 
difference, or error signal, as a control signal for the 
internal sequence's Voltage Controlled Oscillator (VCO) 
eillock. 

The "early" and "late" gate signals are PN sequences 
displaced one bit or less in time from the reference or 
punctual sequence. They may be obtained from the outputs 
of shift register positions either side of the output, or 
punctual, shift register for 1 bit spacing. Thus, if 
register position 2 is the output register, register posi- 
tion number 3 is the early (E) gate and register position 
number 1 the late (L) gate. Normally, register position l 
is taken to be the punctual (P) position; register position 
2 is then the early gate and an additional appended flip- 
flop is driven by register position 1 to obtain the late 
Gace . 

Figure 10 shows error signals derived from early 
and late signals displaced both 1 and 5 bit from the punc- 
tual signal. The half bit error signals have twice the 
slope of the full bit error signals, and therefore twice 
mie loop gain. In a first order loop, this increased gain 


results in half the steady state phase error 2s the full 
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bat Error signal. Additionally, the half bit error signal 
has the advantage of a larger signal to noise ratio in the 
individual early and late channels when the loop is tracking. 
The full bit error signal, however, can accommodate a larger 


steady state phase error than the half bit error signal. 


Eee ERCULT DESCRIPTION 

The PN Generator/Correlator's circuitry consists of two 
haw wired Circuit boards, two plug in circuit boards, and 
a hardwired RELCOM M6A mixer. The PN generator board 
(abbreviated PN) is a double sided printed circuit board 
which generates the PN sequence and a synchronization pulse 
each time the sequence is repeated; it also contains line 
drivers capable of driving up to 20 feet of 50 or 75 Ohm 
coaxial cable from the EARLY, LATE, PUNCTUAL and SYNC BNC 
Gommectors. 

The clock board (abbreviated CLO) is a double sided 
Printed circuit board located parallel to the front panel 
at the bottom of the chassis. This board contains circuitry 
to generate the clock pulse, line drive the CLOCK and VCO 
output BNC's and provide a beat frequency difference between 
the internal and external clock signals. 

The correlator board (abbreviated COR) is a double sided 
printed circuit board located perpendicular to front panel 
at the bottom of the chassis. This board contains control 


Circuitry for the VCO, a coincidence correlator which 
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correlates the punctual signal eceinat an external sequence 
and a baseband delay-lock tracking loop. 

The driver board (abbreviated DRI) is single sided 
printed circuit board at the top of the chassis which con- 
tains buffer inverters to drive the front panel light 
emitting diodes (LED's) and their associated banana type 
jacks. 

All circuit boards in the FSSS contain at least one 
large (2-20uf) and several smail (0.01-0.luf) supply by-pass 
capacitors. 

ieee Clock Beard (CLO) 

Figures 17 thru 19 contain the clock board component 
layout, schematic diagram, and interface diagram, respectively. 
The principal component on the clock board is the 
voltage controlled oscillator (VCO). Specifications for 
this unit are listed in Table 1. Figure 11 shows a typical 
output frequency versus control voltage characteristic for 
the VCO. A manual trim control for fine adjustment of this 
characteristic is available on the back of the VCO. 
One of three available clock modes is selected by 
the clock mode switch: internal clock (NORMAL), external 
clock (EXT), or manual clock (MAN). In NORMAL mode, the 
clock frequency is selected to be approximately 5, 2.5, 
iano moO, lmkiz, lOO lO"or 1 Hz by utilizing the 
front panel frequency selector switch. Fine frequency adjust- 
ment up to 120 ppm from the selected frequency is available 


by rotating the "Af" front panel handwheel knob. 
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SPECIFICATIONS OF VOLTAGE 


Manufacturer 
Center Frequency 
Frequency Range 
Linearity Error 
Manual Trim Range 
Supply Voltage 
Supply Current 
Input Impedance 
Maximum Load 
Output Waveform 
Prelorlity O° to 75° C. 


Control Voltage 


TABLE 1 


CONTROLLED OSCILLATOR MODEL VCXO 255 
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Ferwalt industries, Lapwei Idaho 
5 Mhz 

4,999,400 to 5,000,700 Hz 

+ 6% maximum 

+, SOMiz manamum 

Oe Vis 

30 ma 

10 K ohms 

9 TTL load units 

3 v minimum peak-peak square wave 


+ 200 Hz maximum 


0 v to +6 v 





The front panel frequency selector switch consists 
of two wafers. The first distributes the selected frequency 
to the clock mode switch; the second switches a control 
signal to disable ali divide-by-ten counters (N7490) not 
in use. This control arrangement reduces noise in the 
clock board and suppresses unwanted harmonics in the clock 
Signal. Figure 20 shows a truth table and connection 
diagram for the divide-by-ten counters. The count mode is 
enabled by a logical 0 (ground) to Rg 2 and disabled by a 
iegucal 1 (+5 v.). 

Ic 207 is utilized in the divide-by-five mode to 
produce the 1 MHz signal from the 5 MHz signal. IC's 208 
thru 213 are all utilized in the divide-by-ten mode to 
Seman the LOO kHz thru 1 Hz Signals. The 2.5 MHz clock is 
produced by a "t" flip-flop (IC 206) which divides the VCO 
output by 2. It should be noted that the 2.5 MHz clock is 
not further divided down; this necessitates inclusion of a 
Switching diode on the frequency selector switch for the 2.5 
MHz control signal to suppress generation of both the 
2.5 and 1 MHz signals when a 5 MHz clock is selected. 

A signal present at the external clock (EXT) BNC is 
buffered (IC 204) and distributed to both the clock frequency 
differencing circuitry and the external clock (EXT) position 
of the front panel clock mode switch. 

rine mManvialaeclock, E@G'202, Gonsists Of ampair of 


NAND gates in an RS flip-flop configuration. ‘'Reset' and 
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'set' lines are connected to a pushbutton adjacent to the 
clock mode switch. 

From the clock mode switch, the selected clock is 
distributed to both PN and clock boards. The clock signal 
is buffered and line driven to the CLOCK BNC by IC 201 on 
the clock board. The undivided VCO output is also line 
driven to the VCO BNC by IC 202. 

The beat frequency between internal and external 
clocks (PN codes' slip rate) 1S produced from these two 
Signals by modulo-two summation in IC 204, inversion in 
IC 202 and two stages of low pass RC filter. This signal 
is available at the front panel OFFSET BNC. 

Aeuclock Stop control is effected by a £ront panel 
toggle switch connected to an RS flip-flop. The flip- 
flop output gates the VCO signal in IC 205. Only the 
internal clock is able to be stopped by means of the clock 
ON/STOP switch. 

2. PN Generator Board (PN) 

Component layout for the PN board is shown in Figure 
21; functional/schematic diagrams are shown as Figures 22 
thru 24. An interface diagram is shown in Figure 25. 

The PN generator board contains a variable (3-12) 
length shift register and circuitry which generates a syn- 
chronization pulse. The sync pulse is produced when all 
shift register positions (flip-flops) in use are in the 


logical 1 state; this occurs once in each sequence period. 
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Analysis of the PN board circuitry is best accom- 
plished by example. Therefore, a sample situation follows: 
shift register length 5, register positions 1 and 3 are 
modulo-two summed (tapped) and fed back to the input of 
register position 5. Reference to previously mentioned 
diagrams will assist in circuit analysis. 

Wafer #1 of the REGISTER LENGTH switch distributes 
the output of the modulo-two adder; wafer #2 switches a 
sync pulse control voltage. The modulo-two sum of flip- 
flops #1 and #3 is sent to PN-R5 via wafer #1. This is a 
"special' wafer: unselected positions are tied together and 
grounded. As a result, J12, Rll thru R6, R4 and R3 receive 
melocgical! 0, Since Jl2 is leogieal @, 012 is 0, O12 is 1. 
When Q12 is exclusive-or gated (IC 181) with Rll (logical 
0), the result is that Jll receives a logical 0. In like 
manner, Kll receives logical 1. Flip-flop 11 therefore emu- 
fates flip-flop 12 and outputs (Q11) logical 0. This “daisy 
chain” operation progresses with each clock pulse. After 
6 clock pulses, Q6 becomes logical 0, Q6 logical 1. When 
these two signals are separately exclusive-or gated (IC 
184) with R5 (output of modulo two adder), J5 receives the 
Output of the modulo-two adder and K5 receives the inverted 
output. The erence wien: may be summarized as follows: 
when register length "n" is selected, register positions 
"ntl" thru 12 are forced to maintain a logical 0 state and 
the modulo-two adder output is switched and gated into the 


input of register position "n". 
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O05 and 05 are now seeming nails exclusive-or gated with 
R4 (logical 0) and their respective modulo-two sums are 
sent to J4 and K4; however, since the modulo-two sum of any 
logie level "A" with 0 is always "A", Q5 and 05 are effec- 
tively directly transferred into J4 and K4, respectively. 
This gating is continued between register positions 4 and 
Seeerom this point on, each flip-flop output is hardwired 
into the input of the next flip-flop. 

The Boolean algebra expressions for the input to 


eres K*th flip-flop is: 


a cee 


eZ 
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where P is the control/signal from wafer #1 of the REGISTER 


LENGTH switch such that 


tg 
Il 


(output of modulo-two adder), if register length 
K is selected 


= 0 , Otherwise 
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Analysis by example of the sync pulse generating 
circuitry proceeds in a similar manner. Wafer #2 of the 
REGISTER LENGTH switch distributes a +5 v. (logical 1) 
emgnal tO uPN-o; seN-l2 thru PN-6 and PN-4 receive a logical 
0 from this wafer. Q12, previously shown to be logical l, 
is NAND gated with PN-12 (logical 0) in IC 101; the output 
of this gate (logical 1) is sent to the sync pulSe generating 
AND gates. These AND gates produce a sync pulse when all 
their inputs are logical 1. NAND gates associated with 
register positions 11 thru 6 output logical 1 for reasons 
identical to those described above for register position 12. 

Since wafer #2 of the REGISTER LENGTH switch sends 
a logical 1 to PN-5, both OR gate outputs in IC 113 are 
logical 1. In general, the output of the 'n'th OR gate is 
sent to the input of the 'n-1l'th OR gate. Therefore, logical 
1 is NAND gated with the Q outputs of flip-flops 5 and 4; 
when the latter are logical 0, the NAND gate outputs are 
logical 1, which is sent to the sync pulse generating AND 
gates. The Q outputs of register positions 3 thru l are 
hardwired to these same AND gates (IC's 121 and 122). 

In summary, when register length 5 is selected, NAND 
gates associated with register positions 12 thru 6 are 
forced to the logical 1 state by wafer #2 of the REGISTER 
LENGTH switch. When flip-flops 5 and 4 are logical l, all 
NAND gates send logical 1 to the sync pulse generating AND 
gates. When flip-flops 3 thru l are also logical l, all AND 


gate inputs are logical 1 and a sync pulse is generated. 
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The Boolean Algebra expression for the sync pulse, 
Sais 


eZ 


S = Q3°-Q2-Ql1°[ II Oe Rn 
n=4 


a eae Rj) ] 


where Ris the control voltage from wafer #2 of the 


REGISTER LENGTH switch such that 


R = 1 , 1£ register length 'n' is 
n 

selected 
Ro = Q , otherwise. 


The PN board contains two 74S140 line drivers 
(IC's 140, 141) capable of driving coaxial cable from the 
PUNCTUAL, EARLY, LATE and SYNC BNC connectors located on 
the front panel. An appended flip-flop (IC 177) which is 
driven by the punctual (#1) regiSter poSition produces 
the LATE signal. 

Ter 19 1; ae modulo-two summer, iS a Fairchild 9348 dual 
in-line package (DIP) 12 input parity checker. The outputs 
of this device consist of odd parity and even parity Signals. 
The odd parity Signal (PN-PO) is connected to wafer #1 of 
the REGISTER LENGTH switch; the even parity output is in- 
verted (IC 104) to drive the front panel LED which indicates 


the status of the modulo-two adder. 
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The clock signal from the clock mode switch is 
buffered by two levels of inverters (IC 104) in order to 
increase fan out while preserving phase. The first level 
consists of one inverter; the second consists of two 
inverters driven by the first level. Each second level 
inverter drives approximately half the flip-flops' clock 
mmputs . 

3. Correlator Board (COR) 

The component layout for the correlator board is 
shown in Figure 26; a circuitry diagram 1s shown as Figure 
27 and an interface diagram in Figure 28. 

The correlator board makes extensive use of the 
type 5558 linear integrated circuit; this device consists 
of two operational amplifiers (OP AMPS) in an 8 pin DIP. 
These devices are utilized for all OP AMP applications on 
the correlator board, including unity gain voltage followers 
used to buffer all analog inputs and outputs. 

The correlator board contains a delay-lock tracking 
feoe, punctual signal coincidence correlator, VCO control 
Signal circuitry and RELCOM M6A mixer drive circuitry. 

The punctual signal coincidence correlator and DLTL 
Saeecuitry consists of FC’s 31 thru 33 and their associated 
components. Early, Shacereel and late signals are sSimul- 
taneously coincidence correlated with the signal (normally 
another PN sequence) present at the input sequence BNC; 


this operation consists of modulo-two summation (IC 31) 
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followed by inversion (IC 32) and integration. More speci- 
fically, inverted early, punctual and late Signals are 
correlated with the inverted input sequence BNC's Signal; 


however, since 


inversion prior to coincidence correlation has no effect 
on the correlator output. 

Early and late correlator integration is accom- 
plished by means of fixed value low pass filters (R301,302; 
C31,32) whose time constant is 0.1ms. Punctual correlator 
integration time constants of approximately 1000, 100, 10, 

1, 0.1 or 0.01 milliseconds may be selected at the front 

panel TIME CONSTANT switch; this switch varies the shunt 
Capacitance of a single low pass RC filter. The TIME CONSTANT 
Switch also includes a "0" position, selection of which 
results in no correlator integration. 

The punctual coincidence correlation signal is avail- 
able at the front panel CORRELATION BNC. Early and late 
coincidence correlation Signals are differenced in IC 33 
to obtain the DLTL ‘error' signal. This Signal is then 
buffered to the LOOP GAIN potentiometer. The center tap of 
this 20 K Ohm potentiometer is buffered to both the ERROR 
BNC and the LOOP SWITCH. When the LOOP SWITCH is in the 


CLOSED position, the DLTL error signal is added (IC 34) to 
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the VCO quiescent bias (2 - 4 volts dc) produced by the 
front panel Af potentiometer. Any signal present at the 
EXTERNAL CONTROL BNC is also added to the VCO control 
Signal in IC 34. 

The RELCOM M6A double balanced mixer drive circuitry 
consists of an exclusive-or gate, an inverter, and two 
switching transistors. The exclusive-or gate modulo-two 
adds the punctual signal to any mesSage signal present at 
the TTL DATA BNC; the gate then drives a single transistor 
directly and one after inversion. The transistor output 
Signals are each connected to one of the mixer's "I" ports; 
a logical 1 exclusive-or gate output results in current 
being driven through the mixer's I ports in one direction, 

a logical 0 results in current being driven through in the 
opposite direction. When the current drive through the I 
port is reversed, the carrier signal present at the mixer's 
"L" port is phase shifted 180 degrees, resulting in Phase 
Reversal Keying (PRK). 

4. Driver Board (DRT) 

The driver board contains four N7404 hex inverters 
which drive the register position LED's and banana type 
plugs. The Q output of each register position flip-flop 
On the PN board is distributed to two inverters on the driver 
board: one drives an LED, the other drives a banana plug. 
Figures 29 and 30 show component layout and circuitry for 


‘this board. 
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C. OPERATING THE PN GENERATOR 
1. Front Panel Description 
a. Light Emitting Diodes 
LED's indicate the state of a particular register 
position or the modulo~two adder. A lighted LED indicates 
the logical 1 state. 
b. Pushbuttons 
(1) Clear. The CLEAR pushbutton clears all 
register positions but does not clear the appended 'late' 
flip-flop discussed in Bir 
(2) Set. These pushbuttons are utilized to 
individually set a particular register position flip-flop. 
(3) Manual Clock. When the clock mode switch 
is in the MAN position, the manual clock pushbutton controls 
the clock state. 
c. Toggle Switches 
(lj) UGreebeisees Position Tap Switches. These 
toggle switches are utilized to connect a particular 
register position output to a modulo-two adder input port. 
(2) Clock Stop. This switch may be used to 
stop the internal clock and thereby discontinue generation 
of the PN sequence when the clock mode switch is in the 
NORMAL position. When switched to the STOP position, this 


switch also stops the CLOCK BNC output. 
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d. Rotary Switches 

[Piercototes Length Switehn. | The REGISTER 
LENGTH switch controls the length (n) of the shift register 
generating the PN sequence. Register lengths 3 thru 12 
are available. 

(2) Clock Mode Switch. This switch selects 
either an external (EXT) clock, internal (NORMAL) clock, 
or manual (MAN) clock. 

meu ceiMvene selector ow Cen Wiens ihemelock 
mode switch 1s in the NORMAL position, the frequency selector 
switch controls the approximate (+ 120 ppm) clock frequency. 

(4) Time Constant Switch. This switch is 
utilized to either vary the integration time constant of 
the punctual signal correlator, or eliminate correlator 
integration altogether (0 position). 

(5) Loop Switch. When the LOOP SWITCH is in 
the CLOSED position, the DLTL error signal is switched 
into (added to) the VCO control signal. 

eee COnmMeceOrs 

(1) Punctual BNC. The PUNCTUAL BNC contains 
the line driven output of the punctual (#1) register 
position. 

i) ee a NG tne wline driven output of the 
early (#2) register position is available at the EARLY BNC. 

(3) Late BNC. This BNC connector outputs the 


Peedi venetace agate ilip-tlop.s signal. 
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(4) Sync BNC. The line driven synchronization 
pulse is available at this BNC connector. This signal should 
be utilized to externally trigger any oscilloscope used to 
display the PN sequence. 

(5) RF In BNC. This BNC is utilized to BouneGe 
a carrier frequency input to the L port of the RELCOM 
M6A mixer. It should be noted that the 1 dB compression 
point of the M6A mixer is 2 dBm (for its 50 Ohm impedance). 

(6) TTL Data BNC. This connector is used to 
input phase shift keying message (data) modulation; the 
Poemillation input signal must be TTL compatible (0-4 v. 
levels). Input impedance of this connector is that of a 
Standard TTL gate. 

(7) RF Out BNC. This output contains the 
modulated signal produced by phase shift keying the RF IN 
BNC's signal by the modulo-two sum of the punctual PN 
sequence and the TTL DATA input. 

(8) Input Sequence BNC. This BNC is utilized 
to provide an input (normally another PN sequence) to the 
coincidence correlator and delay-lock tracking loop. This 
input is internally terminated in 50 Ohms in PN Gen. #2 
and #3. 

(9) Error BNC. The delay-lock tracking loop 
output, level controlled by the GAIN potentiometer, is 


present at this BNC connector. 
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(10) Correlation BNC. This output contains 
the coincidence correlation of the signal present at the 
INPUT SEQUENCE BNC and the punctual signal; correlator 
integration time constant 1s controlled by the TIME CONSTANT 
switch. 

Git) “BseternalmControl BNGy = thilscesaNC prevides 
a 1 M2 impedance input port for an external VCO control 
signal (0 to + 3 v. level). 

a) "ClockeeiGeernesline driven clock output 
is available at this BNC connector. 

(13) VCO BNC. This BNC contains the line 
driven VCO output; this signal is not influenced by any 
foelng Or Switchamg clmewumtry. 

(14) Offset BNC. This output contains the 
frequency difference between the signal present at the EXT 
BNC and the internal clock. It has a dc component so a 
counter should be used on "pulse" input. 

(15) EXT BNC. AO to 15 MHz TTL compatible 
Signal present at this input becomes the shift register 
clock when the clock mode switch is in the EXT position. 
This connector is internally terminated in 50 Ohms. 

f. Banana Jacks 

elo nese manana yacks™provide t15 

volt tracking power supply outputs (@ 150 ma); they should 


® 


not be used separately. 
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(2) ens PIL comparable 5 volt power supply 
output is capable of providing up to 1.5 amperes to an 
external load. 

(3) Gnd. The common and chassis ground for all 
power supplies and signals is available at the GND banana jack. 

a) ehequster Position Bananagdacks saarnesc 
banana jacks contain the register position flip-flop outputs. 

g.- Potentiometers 

(1) Gain Potentiometer. This potentiometer 
controls the magnitude of the delay-lock tracking loop 
error Signal. 

(2) Af Potentiometer. This potentiometer 
permits continuous frequency variation of the internally 
generated clock within limits of + 120 ppm. 

h. Push-Push Switch 

aes POWMRe switch. Controls distributiven of 120 "vy. 
ac to all power supplies. The switch light is lighted by 
the +5 v. power supply. On PN Generator/Correlator #2 this 
device is Heslipeel oialy: aS an indicator of available +5 v. 
power, Since an external master switch controls power to 
ene unit. 

2. Generating a PNaseawence 
To generate a PN sequence and display it on an 
oscilloscope, the following procedure should be followed. 
a. Turn POWER on; power light should be visible. 
Peete leck moaS Switch to desired clock source 


and set clock ON/STOP switch to the ON position. 
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c. If NORMAL clock mode is selected, set desired 
clock frequency at the frequency selector switch. Set Af 
potentiometer handwheel knob to mid-range. 

ad. Turn REGISTER LENGTH rotary switch to desired 
register length. 

e. Set tap toggle switches for the particular PN 
generating code to be used to the IN position. A full 
listing of all usable codes is contained in Appendix B; 

a partial listing is given in Table 2. 

fon verectock frequengc@as 100 Hz 0r greater, all 
selected register position LED's will be lit. If all LED's 
are dark, the register may be "Stuck" in the ‘all 0' state; 
to remedy this condition, push the SET pushbutton on register 
position #1. 

g.- A PN sequence should now be ready for display. 
Connect the PUNCTUAL BNC output to one channel of an oscillo- 
scope; externally trigger the oscilloscope with the output 
of the SYNC BNC. Ensure that all oscilloscope inputs are 
terminated in 50 Ohms. 

Pec Gacigetue COoMcidence COrrelator and DETTE 

To synchronize PN sequence 'B' with PN sequence 
"A' and observe their punctual coincidence correlation 
(utilizing PN Generator/Correlator 'B') the following pro- 
cedure should be followed. Note: Terminate oscilloscope, 
frequency counter, and PN Gen #1 INPUTE SEQUENCE BNC in 


50 Ohms. 
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TABLE 2 


SUMMARY OF PN SEQUENCE GENERATING CODES 


Register Length 'n' Total Codes Avaiiable Sample Codes* 
2 Not available with PN Generator 
3 2 Zine (3) ** 
4 2 (2)%*, (4) 
5 6 oa) 
6 6 sc) 
a 18 ay wile.) 0), 
8 16 Gar 4 58, (5 Oy) 
9 48 (S), (6) 
LO 60 (4), (8) 
Pat 176 Say, CeO) 
2 144 C2, Op yee (2 pO) 


NOTE: 


*To generate a PN Sequence by a particular length 
shift register, switch the below listed TAP switches 
( ) to the IN position. Reference to Figure 4. will 
assist in switch identification. 


**Utilizing these codes, the PN Generator/Correlator 
is capable of producing PN sequences at clock 
frequencies up to 15 MHz, if an external clock is 
used. 
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Vee olhlowing <ie procedure Pisted in T1.C.2 above, 
Pe iadite two PN codes of similar clock frequency, register 
Length and code. 

b. Connect PN Generator/Correlator ‘A's PUNCTUAL BNC 
output into PN Generator/Correlator ‘B's INPUT SEQUENCE BNC 
and channel #1 of a dual trace oscilloscope. Utilize 'A's 
SYNC BNC output to externally trigger the oscilloscope. 

c. Connect PN Generator/Correlator 'B's PUNCTUAL 
BNC output to channel #2 of the oscilloscope: sequence 'B' 
Should now be visible 'slipping' past a stationary sequence 
A 

d. To determine sequence slip rate (clock beat 
frequency) connect PN Gen. ‘A's CLOCK BNC output to PN 
Gen. 'B's EXT BNC input; slip rate may now be obtained by 
connecting PN Gen. 'B's OFFSET BNC to a frequency counter. 

e. To synchronize the sequences turn 'B's LOOP 
SWITCH to the CLOSED position. After a maximum period of 
time equal to the sequence length (in bits) divided by the 
slip rate (in Hz), both codes should appear stationary and 
within one bit period of time synchronization. However, 
if the sequences do not ‘lock up', increase 'B's LOOP GAIN 
potentiometer setting and/or adjust its Af potentiometer 
to decrease slip rate. Given maximum loop gain, Sequences 
should lock for slip rates less than 400 Hz. 

f. To observe either punctual coincidence correla- 


jon Or the DLTL error signal, connect the CORRELATION or 
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ERROR BNC‘'s to an oscilloscope, unlock the loop, and 
slip the sequences at maximum slip rate by setting ‘A's 
Af potentiometer fully clockwise, and pvcerally counter 
clockwise. 

4. Generating a Spread Spectrum Signal 

a. Set up a PN Generator/Correlator to generate 
a PN sequence aS described above. 

be Utilizing a good quality RF signal generator, 
adjust (modulated) carrier power output to 0 dBM (50 kHz 
to 200 MHz) for optimum mixer performance. 

c. Connect (modulated) carrier signal to PN 
Gen.'s RF IN BNC input. The output spread signal should 
now be available at the RF OUT BNC. 

a. To add PSK message modulation, connect a TTL 
compatible message data signal to the TTL DATA BNC input. 
The signal at the RF OUT BNC will now be bi-phase modulated 
with the modulo-two sum of the PN sequence and the message 


data signal. 


D. TROUBLESHOOTING THE PN GENERATOR 

Since the PN Generator/Correlator performs a limited 
number of specific functions, it is possible to classify 
any circuitry failure by the affected functional area; 
[mene thie EN Gen. will not clock, or 2t will not produce a 
sync pulse, etc. Therefore, the subject of troubleshooting 
the PN Gen. will be categorized into failures in primary 
functional areas: clock, sequence, and sync pulse generation 


and delay-lock loop tracking. 
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1. Clock Failures 

Failures in clock signal generating circuitry are 
easily recognized: the state of the PN Generator/Correlator 
stays fixed when it should be constantly changing. The 
logical troubleshooting procedure in this case is to start 
with the VCO output and trace the clock signal through to 
the PN board. The following procedure is offered as the 
most expeditious means of diagnosing a particular clock 
eiecuitry failure. 

a. Connect the VCO BNC output to an oscilloscope 
terminated in 50 Ohms; a Square wave of approximately 0 to 
4 volts should appear which has a period of 200 ns. If 
this signal is observed, proceed; if it is not, check the 
clock board to ensure that the VCO is properly connected 
Bem s VOLES and ground, and that the VCO output is not 
shorted. 

b. Set the Frequency Selector Switch to the 5 MHz 
position. Connect the CLOCK BNC output to an oscilloscope 
terminated in 50 Ohms and verify that the presentation is 
the same as observed in (a) above. If the presentation is 
different, a fault probably exists in IC's 204, 205, or 
206, or their interconnecting switch wiring. Check the 
CLOCK ON/STOP switch to ensure that it is in the ON position 
and that pins 11 and 12 of IC 206 are at ground and +5 


v. potentials. 
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c. Subsequent troubleshooting steps are iterative 
in nature due to the fact that generation of a particular 
clock frequency consists of dividing the next higher fre- 
quency. The only exceptions to this rule are the 2.5 and 
ievit2z clock frequencies, both of which are obtained from 
the 5 MHz vco. If the 10 kHz output is inoperative, for 
example, the 1 kHz output should be checked. If no problem 
is found with the 1 kHz signal, the casualty is probably in 
the frequency selector switch wiring, because IC 210 is 
receiving the correct 10 kHz signal. On the other hand, 
if the 1 kHz output is also inoperative, the fault is 
associated with IC 209, the divide-by-ten counter which 
divides the 100 kHz signal to obtain the 10 kHz signal. 
Figure 20, the divide-by-ten counter detail, shows the 
correct control voltages for divide-by-ten operation. 

fee ENC egquence and Sync Pulse Failures 

PN sequence and sync pulse failures are easily 
confused. Therefore, when either failure is suspected, 
the same procedure should be followed. Connect a VTVM to 
the SYNC BNC output and set the CLOCK ON/STOP toggle switch 
hO OLOP. Turn the REGISTER LENGTH SWITCH to '12' and SET 
all register positions. As each register position is set, 
note the VTVM reading: only when all positions are set 
Should the indication change from 0 to 4 volts. Repeat 


this procedure for register lengths 11 thru 3; this verifies 
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that a sync pulse is generated only when all register 
positions are logical 1. It is now possible to check out 
the PN sequence generating circuitry. 

a. With the clock still stopped and the REGISTER 
LENGTH switch set to '12', SET all register positions and 
switch all taps to the OUT position. The LED on the modulo- 
two adder should now be dark, indicating a modulo-two sum of 
0. Now successively switch all taps to the IN position, noting 
the LED on the adder: when an even number of taps are 
thrown, the LED should be dark, when an odd number are 
thrown, the LED should light. If this test is not success- 
ful, there is a fault with the modulo-two adder, IC 191, 
or with its associated tap switches. 

b. With the clock mode switch set to the MAN 
position, CLEAR all register positions and switch all taps 
to the OUT position; SET one of the register positions. 
Manually clock the shift register by pushing the MAN pushbut- 
ton. The lighted LED should be observed to progress through 
the shift register; if this does not occur, note the register 
position at which an anomaly takes place. The casualty 
lies in that flip-flop or in its associated gating and 
ewrtching cireuLtry. 

c. Switch the clock mode switch to the NORMAL 
position and STOP the clock; select a clock frequency of 1 
kHz or more. Set the REGISTER LENGTH switch to '12' and 


CLEAR the register. Now switch the clock ON; no change 


oe. 


ahemrd occur in the registex — ailil LED's should remain dark. 
Repeat this procedure for register lengths 1l thru 3. This 
is a second check of the register position flip-flops and 
their associated gating and switching circuitry. 

Be Dela lock ee racmIng LCOp rt ailuises 

When any failure in the correlator board is sus- 
pected, the PN Gen. shouid be turned off and the clock board 
removed. This is done to protect the VCO against a control 
voltage in excess of 6 volts. While there are Zener diodes 
on both correlator and clock boards to act as voltage 
limiters for the control voltage, they should not be relied 
upon. After removing the clock board, connect a VTVM to 
eOr-1 and set its scale to 0 - +10v. Terminate the INPUT 
SEQUENCE BNC with a 50 Ohm load and set the LOOP GAIN 
potentiometer to the fully clockwise (maximum gain) position. 

a. With the LOOP SWITCH in the OPEN position, 

CLEAR the shift register and set the state of register 
position #2 equal to the LATE BNC output. The VIVM reading 
Should be adjusted to 3 v. by adjusting the Af potentiometer. 
If this 1S not possible, there is a fault in IC 34 or 35/ 
associated components. 

b. CLOSE the loop switch; the VIVM reading should 
not change by more than 0.5 volts. If the reading on the 
VTVM exceeds 4. volts, and both early and late gates are 
in the logical 0 state, a casualty in the ‘early' Sena 


Pen, ©: 2C 33 is indicated. If the VIVM reading drops 
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below 2 volts, a caSualty is indicated in the ‘late' 
eaonal path or L@533-eeirt bothwearly and@fate gates are 


in the logical 1 state, opposite casualties are indicated. 
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Pie Lab Eee ie SPREAD Se EerRUM SYSTEM 


meee OYoLEM CHARACTERISTICS AND CONFIGURATIONS 

Because the FSSS was designed to be a research and 
instruction tool, its primary attribute is versatility. 
Either linear or hard limiting channels may be simulated; 
channel signal to noise ratio is continuously variable. 

Five monitor points are available throughout the system for 
classroom demonstration purposes. A PSK modulator and AM 
demodulator are built into the system, and a frequency 
modulator is available. PSK and FM demodulators are planned 
additions. 

The FSSS is divided into transmitting, receiving, and 
processing subsystems; however, this division is more a 
matter of physical proximity than simulation of a particular 
link. The transmitting subsystem consists of two PN Generator/ 
Correlators, #1 and #3. 

The receiving subsystem, shown in block diagram form of 
Figure 12, is mounted on a 19" cabinet panel. A photograph 
of the receiving subsystem is shown as Figure 13. This 
subsystem contains components which adjust the system signal 
to noise ratio and determine channel characteristics. Noise 
power is provided by a noise source Capable of delivering up 
to -45 dBm of approximately white noise in a 10 MHz bandwidth 
centered at 30 MHz: the approximate passbands of the IF and 
hard limiting amplifiers. A coaxial switch selects the output 


ef Cither amplifier. 
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A panel meter located in the IF Amplifier Control/Monitor 
Unit permits measurement of either IF amplifier video output 
Or gain control voltage. This unit is also used to select 
the source of IF ampiifier gain control voltage: AGC, MGC, 
or external gain control. The IF Amplifier should normally 
be operated in the AGC mode with output level fixed at 1 dBm. 
In order to minimize system level changes when switching 
amplifiers, the 7 dBm output of the hard limiter is attenuated 
Dy 6 dB. 

The processing subsystem is shown in block diagram form 
as Figure 14. A photograph of this subsystem is shown as 
Figure 15. The processing subsystem is also mounted on a 
19" cabinet panel and may be functionally subdivided into 
the punctual channel correlator and the delay-lock tracking 
OOP. 

A signal input to the processing subsystem is correlated 
with early, punctual and late signals from the processing 
PN Generator/Correlator. Correlation is accomplished by 
means Of RELCOM M6A mixers followed by bandpass filters. 
After filtering, all correlation products are envelope 
detected; punctual correlation is then available for 
demodulation. Early and late channel correlation products 
ec teeibeneed sand Lead back as a control voltage for the 
processing PN Gen, forming a delay-lock tracking loop. 

The displacement of the early and late signals from the 
punctual signal may be selected to be either > Or goatee 


Period by utilizinesthie "~=- 1 bit switch". 


NR] Re 
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Figure 15. PHOTOGRAPH OF THE PROCESSING SUBSYSTEM 
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Due to the narrow bandwidth of the bandpass monolithic 
crystal filters, the largest message bandwidth which the 
een can faithfully accommodate is approximately 28 kHz. 
Referring back to paragraph I.B. the system processing 


gain, Gye is defined as: 


For the case of a 28 kHz message bandwidth and a 5 MHz clock 
frequency, the system processing gain is 22 dB. If a smaller 
message bandwidth is utilized, and the tracking loop band- 
width is reduced by decreasing the loop gain (reducing the 
gain of the processing subsystem difference amplifier), 

a greater system processing gain may be realized. 

The FSSS is easily converted from a SS communications 
system to a conventional communications system. Switching 
the CLOCK ON/STOP switches on the transmitting and processing 
PN Generators to the STOP position immediately stops all 
spreading and despreading action by stopping the shift 
register clocks. This action effectively removes all PN 
Generators from the system, due to the "balanced" nature of 
the RELCOM M6A mixers. When current is constant through the 
mixer 'I' port in either direction, the RF signal present at 
the 'L' port is passed to the 'R' port with minimum attenu- 


ation and either 0 or 180 degrees phase shift. 
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B. OPERATING THE FLEXIBLE SPREAD SPECTRUM SYSTEM 
Pee ledisml pene youpsystem 
For system operation with an AM or FM modem, a 
modulated RF signal is provided to the FSSS by an RF signal 
generator such as a HP 8640B. The modulated carrier, at a 
level of 0 dBm, is connected to the RF IN BNC connector on 
the transmitting subsystem PN Generator; this level assures 
optimum mixer performance. For PSK system operation, an 
unmodulated carrier is connected to the RF IN BNC connector; 
the TTL compatible message data, at a data rate less than 
20 kilobits per second, is connected to the TTL DATA BNC 
connector. Clock frequency, register length and code are 
set and the modulated spread waveform is available at the 
RF OUT BNC connector. This Signal is then connected to a 
variable attenuator adjacent to the receiving subsystem 
4 way combiner. 
2. Receiving Subsystem 
a. Input Power Levels 
Input Signal and noise power levels at the 
receiving subsystem are controlled by two variable attenu- 
ators. Two other input Signals, such as a jammer or another 
spread spectrum signal may be added without variable 
attenuation. Typical system power levels for threshold, 
average, and strong Signal cases, measured at monitor points 
a, b, and d, are listed as Table 3. This table includes 
minimum and maximum values of signal and noise power measured 


PEeMiOlltOr pointe (2), the 11.5 GB down coupled input to the 
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TABLE 3 


SYSTEM OPERATING LEVELS WITH IF AMPLIFIER 
AGC SET FOR 1.0 dBM OUTPUT POWER 


Monitor Point Threshold Strong olagnal 
and Parameter Case Case 


(a) Coupled input 


EO LF 
Amplifier 
Signal 
Max: -27 dBm -10 dBm 
' Min: -110 dBm -93 dBm 
Noise 
Max: -10 dBm -16 dBm 
Min: -93 dBm -99 dBm 
SNR: -17 dB 6 dB 


(ye Input to 


Correlating 

Mixers 
Signal: -24 dBm = 7) lever. 
Noise: - 7 daBm -13 dBm 


(c) Amplified 
Filter Output 


Signal: - 6 dBm 10 dBm 
Noise: -15 dBm -22 dBm 


SNR: ey (ele: Bence 
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Average 
Case 


Se 
=o 6 


=o Ms: 
= 6 


SC 
= 10 


= Es 
26 


aBm 
dBm 


aBm 
aBm 


dB 


dBm 
aBm 


aBm 
aBm 
GB 





IF Amplifier. To obtain the actual input signal and noise 
power into the IF Amplifier, add 11.5 dB to values measured 
at monitor point (a). Signal and noise power levels may be 
adjusted separately utilizing a spectrum analyzer or vector 
voltmeter, then combined to give the desired signal to noise 
ject LO. 
be. Gain Control 

Gain control of the IF Amplifier is selected 
and adjusted by utilizing the Amplifier Control/Monitor Unit. 
This unit enables selection of either automatic gain control 
(AGC), manual gain control (MGC), or external gain control 
( 0 to -4.5 v.). A variable potentiometer is provided for 
varying the MGC voltage. The panel meter on the Amplifier 
Control/Monitor Unit provides an indication of either gain 
control voltage or detected output power (2 scales). 

Automatic gain control utilizes a 15 microsecond 
time constant and is therefore unsuitable for AM signals. 
For AM operation, select MGC and set the detected output 
voltage level at 2v. corresponding to 1 dBm output power. 
AGC should be utilized and a 20 dB attenuator placed between 
the IF Amplifier and its input to the Amplifier Selector 
Switch. 

c. Amplifier Selection 

Selection of either the Hard Limiter or the IF 

Amplifier is accomplished by the Amplifier Selection Switch. 


While values listed in Table 3 are for the IF Amplifier, 
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« 


there is less than 2 dB variation when the hard limiting 
amplifier is utilized. 
35 egemeesbac, Enos sheen 
a. Processing PN Generator/Correlator 

The processing PN Generator should be set for 
Similar register length, clock frequency, and code as the 
transmitting PN Generator. The processing PN Gen. LOOP 
SWITCH is set to the OPEN position to avoid unwanted VCO 
biasing. If desired, the transmitting PM Gen. clock signal 
may be connected to the EXT BNC input of the processing 
Gen; code slip rate may then be measured by connecting the 
OFFSET BNC to a frequency counter. 

b. 5-1 Bit Switch 

This switch has two controls; a punctual channel 
stop switch used to stop the punctual channel despreading, 
and a $71 bit switch. The latter varies the tracking loop 
error signal by displacing the early and late channels 
either > or 1 bit period from the punctual channel. These 
different error signals are shown in Figure 10. This switch 
affects the gain of the DLTL. Normally it will be placed 
in the 5 bit position; this provides early and late channels 
with a sufficient signal to noise ratio when the loop is 
locked and tracking. If the 1 bit switch is selected, early 
and late channels are constantly differencing noise and more 


phase jitter is observed. 
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c. Difference Amplifier. 

There are three controls on the early/late 
channel differencing amplifier: the LOOP switch, GAIN 
potentiometer, and GAIN toggle switch. The LOOP switch 
is either opened or closed, depending upon whether acquisi-~ 
tion and tracking are desired. The setting of the loop 
Switch has no influence on the reference point (e) monitor 
Signal. 

The loop gain toggle switch selects either a 
maximum gain of 3 (LOW poSition) or 23 (HIGH position). 
This switch should be set to the lowest level consistent 
with satisfactory loop tracking performance to prevent 
Saturation of the amplifier. 

The loop GAIN potentiometer continuously 
varies loop gain within the LOW or HIGH range selected by 
the loop GAIN toggle switch. This potentiometer should 
also be set to the lowest possible level to ensure the 


minimum essential loop bandwidth. 


Sem DESCRIPTION OF SPECIFIC SYSTEM COMPONENTS 
1. Amplifiers and Amplifier Control 
a. RHG IF Amplifier 
Specifications of the RHG model EST 3010 IF 
Amplifier are listed in Table 4; a pin connection diagram 
is given as Figure 31. This amplifier outputs an internally 


generated AGC voltage and has inputs for AGC and MGC control 
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AMPLIFIER: 


MANUFACTURER: 


MODEL NUMBER: 


CENTER FREQUENCY: 


3 dB BANDWIDTH: 


MAXIMUM POWER 
GAIN: 
SEEPUT : 


Il @B COMPRESSION 
POINT : 


NOISE FIGURE: 


POWER SUPPLY: 


TERMINATIONS: 


MINIMUM INPUT 
POWER LEVEL: 


AGC TIME 
CONSTANT: 


VOLTAGE REQUIRED 
BOR GO dB or 
MGC RANGE: 


‘AGC COMPRESSION 
RATIO: 


TABLE 4 


iPro k SPECT PICATIONsS 


IF 
AMPLIFIER 


RHG Electronics 
lbeel 


EST 3010 


30 MHz 


12.5 Maz 


83 dB 
20 dBm 


15 daBm 


1.5 dB 
+12 v. @ 200 ma. 
-12 v. @ 40 ma. 
50 Ohms 


~85 dBm 


1T5emlervossec. 


=—4.3 VOLCS dc 


0d 38 
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HARD 
LIMITER 


Pasternack 
Enterprise 


PE 1142 
30 MHz 


10 MHz 


2 /Gs 
7 daBm 


-12 v. @ 50 ma 


50 Ohms 


-~30 dBm 


CHANNEL 
AMPLIFIERS 


Anzac 
Electronics 


AM-108 


400 MHz 


28 dB 


15 dBm @ 
—-) 55). SUPPLY 
voltage 


13 dBm @ 
=15eV. Sipe Ey 
voltage 
5.2-daB 


-15 Ve 


50 Ohms 





Signals. However, the MGC input is not utilized in the 
FSSS application: all gain control voltages are brought 
into the AGC input connection, after appropriate current 
limiting. The amplifier has three Sighalsear-toe ee sine 
IF out, and video out. The video output is capable of 5 v 
Seedetected output into a 93 Ohm load and is utilized as an 
indication of amplifier Output power. A 'DC SET' poten- 
tiometer is available on the amplifier to adjust the bias 
Of the video output (0 - 2.5 vy dc). The AGC DELAY poten- 
tiometer located on the amplifier sets the AGC controlled 
output power level; this control will normally be set for 
1 dBm output power. A GAIN potentiometer is also located 
on the amplifier to limit the maximum available amplifier 
gain. A biasing potentiometer is located inside the ampli- 
fier which compensates for offsets in the AGC difference 
amplifier. 
b. Amplifier Control/Monitor Unit 

A schematic diagram of the Amplifier Control/ 
Monitor Unit is shown as Figure 32. This unit is utilized 
to select the gain control voltage source, vary the MGC 
voltage level, and provide a measure of either gain control 
voltage Or video output. Two scales of video output level 
are available: 0 - 1 volt and 0 - 10 Welt 

Cc. Hard Limiter 

The specifications for the Pasternack model 

PE 1142 Hard Limiter are listed in Table 4, The input power 


range of this unit is from ~30 dBm to 0 dBm; thus, the output 


alt 





of the IF Amplifier, coupled down 11.5 @aB and attenuated 
10 a@B, can never exceed the maximum input level of the hard 
limiter. On the other hand, if the output of the IF Amplifier 
drops below -10 dBm, sufficient power is not available to 
ensure proper operation of the hard limiter; this situation 
can be corrected by removal of the 10 dB attenuator at the 
Hard Limiter input port. 
ad. ANZAC Channel Amplifiers 

Three ANZAC amplifiers are utilized in the 
punctual, early, and late channels; theix specifications are 
listed in Table 4. These amplifiers may be provided with 
-15 to -25 v supply voltage. In order to minimize power 
supply requirements and provide protection to the point 
contact diode detectors, these amplifiers are supplied with 
-15 volts; increasing the supply to -25 volts, however, will 
raise the 1 @B compression point from 15 to 19 dBm. The 
gain characteristics of these amplifiers have been matched 
to their particular channel; therefore, they should not 
be interchanged. 

e. Difference Amplifier 

A circuit diagram for the Difference Amplifier/ 
Loop Switch unit is shown as Figure 33. Operation of this 
unit is described in III.B.3. This amplifier consists of 
a two stage difference amplifier Himagzing Bure Bewwii soc ck 


Operational amplifiers: each stage is operated in inverting 


Ue 





mode and is separately adjustable for offset voltage. MThis 
unit requires + 15 v supply voltages. 
2. Noise Source 

The noise source located in the receiving subsystem 
simulates ambient noise at the receiver or satellite trans- 
ponder. It is capable of delivering -46 dBm of approximately 
white noise into a 10 MHz bandwidth centered about 30 MHz. 
This device 1s compatible with 50 Ohm coaxial cable. A 
schematic diagram for this unit is shown as Figure 34. 
The noise generating element for this device is an SR 1410- 
70 Noise Diode; this diode produces optimum noise character- 
istics when back-biased by approximately 18 volts. Following 
the noise diode are two stages of common emitter and one 
stage of emitter follower transistor amplifiers. Ten deci- 
bels of LEVEL control are achieved by varying the feedback 
of the output stage to the emitter resistor of the first 
stage. 


ee = - 1 Bit Switch 


- 1 Bit Switch selects either 1 or 5 bit 


Kj 

> 

© 
Nj 


displacement of the early and late signals from the punc- 
tual signal. lt also provides the driving circuitry for 

the channel mixers and outputs a punctual signal for purposes 
of oscilloscope display. Figures 35 and 36 give component 
layout and circuitry for this switch; Figure 37 shows an 
interface diagram. This unit requires +5 volts supply 


voltage. 
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Early and late signal outputs are produced by two 
sets of flip-flops: one set is clocked by a clock signal 
which is in-phase with the processing PN Gen. clock; this 
set of flip-flops produces the 1] bit displacement sionals. 
The = bit displacement Signals are obtained by the second 
set of flip-flops: these devices are clocked by the in- 
verted in-phase clock. Switching is achieved by grounding 
the Clear terminals of the unused set of flip-flops. Mixer 
drivers consist of 745140 Schottky line drivers which are 
both parallel and series matched to 50 Ohm coaxial cable. 

The PUNCTUAL STOP switch on this unit stops the 
punctual signal output but does not affect the early and 
late outputs; the purpose of this switch is to facilitate 
classroom demonstration by allowing the DLTL to maintain 
tracking while punctual channel despreading is started or 
stopped. 

4. Bandpass Filters 

Channel bandpass filters are four pole monolithic 
eeystal (AT cut) Eee manufactured by Piezo technology, 
Orlando, Florida. Specifications for each filter are listed 
in Table 5. Spurs on these filters are approximately 30 
dB down from center frequency response. Maximum power 
Capacity of these devices is approximately 5 mw. These 
crystal filters are also matched to their respective channels 


and should not be interchanged. 
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MODEL 1985 BANDPASS CRYSTAL (MONOLITHIC) FILTER SPECIFICATIONS 


Serial Number 
Center Frequency 
(Mhz) 


Passband Ripple 
(dB) 


Insertion Flat 
Loss (dB) 


@maracteristics 
at -6 CB: 


fy (Mhz) 
fy (Mhz) 
Bandwidth (KHz) 


emaracteristics 
at -30 CB: 


fy (Mhz) 


f, (Mhz) 


Bandwidth (Khz) 


TABLE 5 


Sh Guede 15: 


S024 27 1G 
30.09870 


28.46 


B10 5 Leal 
30.08581 


53.49 


ffs) 


B10) e Iisa a sits: 


Be 12 500 
50.0577 


ZO 


80.03.7335 
30.08463 


Sad 


SUC oe 


30.12460 
30MUS Tees 


27.42 


30.13484 
SD) 5108) 5 uss.5) 


48.99 





oe Ocher Components 


a. Diode Detectors 

A schematic diagram of diode detector circuitry 
is given as Figure 38. The early and late channel detectors 
are matched and have a 0.1 ms time constant RC filtered 
output. The punctual channel detector has a time constant 
of 4.6 microseconds to accommodate a larger message band- 
width. All diodes are 1IN21WE point contact diodes; power 
levels applied to these devices should not exceed 14 dBm 
to avoid characteristic degradation. Output voltage vs. 
input power characteristics are shown as Figure 16. 

b. Mixers 

RELCOM M6A double balanced mixers are utilized 
for punctual, early, and late channel correlation. A 
schematic diagram of mixer circuitry is shown as Figure 39. 
Fifty Ohm resistors are used to match the mixer to the 
driving transmission line. Approximately 10 ma of drive 
current through the mixer 'I' port in either direction pro- 
vides for minimum attenuation and either 0 or 180 degrees 
of phase shift of the signal passing from the 'L' port to 
eiiea, Rk port. 

These devices are characterized by a l1 dB 
compression point of approximately 2 dBm; below this level 
insertion loss of 1 dB is typical. Maximum power dissi- 


pation of these units is 50 mw. 
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c. Combiners/Couplers 

Three types of power distributing devices are 
utilized in the FSSS; all are compatible with 50 Ohm coaxial 
cable. Four way combiners (splitters) are used in receiving 
and processing subsystems and are characterized by approxi- 
mately 6.5 dB insertion loss. Several power splitters are 
also used; their insertion loss is typically 3.5 GB. 

fiPUEstO CULDUL InSereion loss Gt the 11.5 dB 
couplers is approximately 1 dB; coupled output is 11.5 


GB below input power level. 


D. SYSTEM LOOP BANDWIDTH 

Loop bandwidth calculations for a phase locked loop 
(PLL) are described in Reference A. Adaptation of these 
formulae to the first order DLTL is straightforward and 
results in the following formula for system loop bandwidth, 


BL me EZ: 


_ 125 (F) (G) 


L 
Vial + i 
S/N 


where F is either 1 or 2 depending upon whether 1 or 5 


B 


bit displacement of the early and late channels has been 
Selected. G is the gain of the loop difference amplifier, 
and S/N is the signal to noise ratio of the Signal entering 
the IF Amplifier. These calculations are dependent upon the 
Fact that the IF Amplifier is utilized in the AGC mode and 


that its power output is constant at 1 dBm. 





IV. CONCLUSIONS 


The design and utilization of a PN Generator/Correlator 
and a Flexible Spread Spectrum System in which it is employed 
has been presented. 

The equipment is built and is functioning properly; 
no problems are presently known to exist in any part of 
mae FSSS. 

It is anticiapted that the FSSS will become a valuable 
educational aid to instruction, research and demonstration 


of spread spectrum techniques. 
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APPENDIX A 


Appendix A contains Table 6 and Figures 17 thru 39. 
Table 6 is a listing of all integrated circuits used in 
the FSSS. Figures 17 thru 39 show layout, schematic and 


interface diagrams for the PN Generator/Correlator and 


other system components. 
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INTEGRATED CIRCUITS USED IN THE 


IC NUMBER 
ou 

52 

oe 36 
HOL=103 
104, 105 
ip 113 
i, 122 
140, 141 
eS 1} 7 
e185 
To 

Zine, 203 
202 

204 

20) 

206 
B07-213 
402 

404 
441-444 
471-473 


(Oo ee US 
N7486 
N7404 
5558 
N7400 
N7404 
N7418 
N7421 


745140 


N7476 
N7486 
9348 


745140 


N7400 
N7486 
N7400 
N7476 
N7490 
N7402 
N7400 


745140 


N7476 


TABLE 6 


FLEAIBLE SPREAD SPECTRUM SYSTEM 


DESCRIPTION 

QUAD 2 Input EOR 
HEX Inverter 

DUAL 741 OP AMP 
QUAD 2 Input NAND 
Jallte< Ibo weer e ane 
AMSUU23b Se Bayerbhe (Orn 
DUAL 4 Input AND 


DUAL 4 Input NAND Schottky 
Line Driver 


DUAL J-K Flip-Flop 
QUAD 2 Input EOR 
12 Input Parity Checker 


DUAL 4 Input NAND Schottky 
Line Driver 


QUAD 2 Input NAND 
QUAD 2 Input EOR 

QUAD 2 Input NAND 
DUAL J-K Flip-Flop 
Divide-by-Ten Counter 
QUAD 2 Input NOR 
QUAD 2 Input NAND 


DUAL 4 Input NAND Schottky 
Line Driver 


DUAL J=K Flip-Flop 


IC NUMBER 
481, 482 


601-604 


TABLE 6 


(Continued) 
TYPE aC DESCRIPTION 
N7486 QUAD 2 Input EOR 
N7404 HEX Inverter 


82 





ear 


Le 2e2 


tee: 


Z (22) 


C24 


C26 





[eres 
Ni | 
NS) 


: | ic 212 
6 2h2 

aI I 

Q 

x 

V 

S ne All 

he Zug 

$ re Ic 209 

. 

ms ue 


| U | 


A (1) 


83 


CLOCK (CLO) BOARD COMPONENT LAYOUT 


Figure 17. 
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Note: Positions not 


selected are grounded 


FREQUENCY SELECTOR SWITCH 


R7: 470 Ohms 
Deen ANAT 5, 
%O=1 Hz 
®0=10 Hz 
*®0=100 Hz 
¥O=1 kHz 
%0=10 kHz 
®0=100 kHz 
to) Vg ee 
%2,.5 MHz Out 
be 
Me 
ee 
| 
Ground 
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MODE 


110) iolve Osis 
100 Hz Out* 
1 Healya (00h eus 
10 kHz Out* 
100 kHz Out® 
1 MHz Out* 
O=1 MH z* 
0=2.5 MHz* 

5 MHz Out* 
O=Clock Stop 
O=Clock Run 
Selected Clock Inle— 
EXT Clock In 





NORMAL 


MAN 
SWITCH 


EXT Clock Out To PN-CK 


To OFFSET BNC 
To CLOCK BNC 
To VCO BNC 
MAN Clock Out 
VCO Control In; from COR~1 
MAN Clock: O=Reset 

MAN Clock: O=Set 


®= See Frequency Selector Switch 


Figure 19. 





CLOCK BOARD INTERFACE DIAGRAM 
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0 0 1 0 COUNT 
0 0 1 1 INHIBIT 
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NOTE: Positions 
not selected 
are grounded, 
both wafers 





REGISTER LENGTH SWITCH 
rr 


my. ‘Tap'Switeh 
‘ Gemmt——30 PN-T5 


>to IC 184 


R5 @ Q4 






R5 @ (yA »to IC 184 
to DRI-~ 
a? Zz aa 
$5 yO Gece 9 ———________ S5 CR oS + ON 
SET Pushbutton CLEAR Pushbutton 


SAMPLE REGISTER CONNECTION DIAGRAM FOR POSITION 5 
UE PAG TAM EC 


S - To SYNC BNC L - To COR-20 
E - To EARLY BNC P - To COR-214 
L - To LATE BNC E - To COR-22 
P —- To PUNCTUAL BNC CK- From CLO=13 (Clock) 


LD- To MODULO TWO ADDER LED 


OTHER EXTERNAL CONNECTIONS 
EE LUNN EC TIONS 


Figure 25. PN BOARD INTERFACE DIAGRAM 
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COMPONENT LAYOUT 


CORRELATOR BOARD (COR) 


Figure 26. 
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From EXT CONTROL BNC 
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20KS2 << 
et, rete to M6A Mixer : < 


TTL DATA): to M6A Mixer 
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10K.2 1. 


-[e[sb PRE REE See 
SBleb SE 1812] hololslojlspsfels 
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Figure 28. CORRELATOR BOARD INTERFACE DIAGRAM 
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Figure 29. DRIVER BOARD (DRI) COMPONENT LAYOUT 





from PN-Q12 142L to LED 12 
12B to Banana Jack 12 
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from PN-Q1 1L to LED 1 


4B to Banana Jack 12 





Figure 30. DRIVER BOARD SCHEMATIC DIAGRAM 
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PLUG TYPE: CANON DEM~9p 
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Plastic 1 Plastic 

Covering 6 Covering 
Red 
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2 ait Black 
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: Ground 
: Spare 
12 Ve 
MGC IN 
Ground 
Ground 
AGC IN 
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OMATIANMH W 


Figure 31. PIN CONNECTIONS FOR THE RHG IF AMPLIFIER 
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Ground 
+5 Volts Out to Switches 


PUNCTUAL Signal (For Oscilloscope Display) 


tol 


to Mixer 


je 


to Mixer 


rdl 


to Mixer 


From 3-1 Bit Switch:0= 1 Bit Displacement 
L to Mixer 

From PUNCTUAL STOP Switch: O= Stop 

L to Mixer 

P to Mixer 

L Input from PN Gen, 

E Input from PN Gen, 

From 4-1 Bit Switch:0= + Bit Displacement 
Clock Input from PN Gen. 

Pelingie from PN Gen. 


+5 Volts Input 


- 1 BIT SWITCH INTERFACE DIAGRAM 


Nir 
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1IN21WE 


INPUT DETECTED OUTPUT 





¥F: .015uf-Early, Late Channels 
680 pf-Punctual Channel 


Figure 38. DIODE DETECTOR SCHEMATIC DIAGRAM 


RF IN PRK RE OUT 





Inputs from 3-1 Bit Switch 


Figure 39. RELCOM M6A MIXER SCHEMATIC DIAGRAM 
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APPENDIX B 


PN SEQUENCE GENERATING CODES FOR REGISTER LENGTHS 3 THROUGH 12 


To generate a PN Sequence by a particular length shift 


register, switch the TAP switches listed in a particular — 


esolumn to the IN position. 


Reference to Figure 4. will 


assist in switch identification. Register position 1 is 


always tapped and is not listed for convenience. 


PeGiStER LENGTH 


2 


REGISTER LENGTH 


2 


REGISTER LENGTH 


3 
2 Se 


REGISTER LENGTH 


2 
346 


REGISTER LENGTH 


4 
3.45 
23 45 6 


Bao / 


456 
3545 Ou] 


2516 


345 23 4 
2a 25 0 
2734 3) (5) | 
2 Seo, 2346/7 
Bie 24 6 
24 7 2d 
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REGISTER LENGTH 8 


345 Gey GY 3 14mG 
eG 7 8 A) ey) 246 468 

3 Gay, Bea as ¥, 348 
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REGISTER LENGTH 9 

46789 2 Snasiar AG a) 2 eA ae 
5 6 4a5 7 467 
569 256 259 MG e 

Bid 6 578 VOB Y 45689 
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389 2 et: 34789 23478 
m5 6 7 9 245 24789 23479 
Ba 5 6 7 456 2a UAE 23468 
SES) 8 266 ZABEE 315 Gane 
56789 ne GRE 359 ABS 
5 6 8 286 us eAn eso 23789 
24679 AAG 234 457 
REGISTER LENGTH 10 

4 g 349 389 
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REGISTER LENGTH 11 (Continued) 

24567 Gay 2S 29F 1 Se4aGs6e9 10. Ze Sede 9G 
469 479 Beem 7) esse 245678 10 
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REGISTER LENGTH 12 (Continued) 


108 


467 7 8 10 6 9 10 458 
235610 4891112 351011 12 D3 is © ill 
234678 2 26781011 12 7891011 34567 

23 4°5°9 591011 12 24910 12 2451012 
578 679 245912 25910 12 
246 7 6 ol 35678102 25 8) il) shal 345911 
2578910 12 24567912 367912 DS. ecranl 
peeece7 M0ell 12 23478 1112 AE 6 ealal 3681112 
4591011 345910 5679 10 45789 
23578911 356791112 456812 268910 
258911 356912 7) lal ae 273)G 710 
389 5611 23 CAD 25610 12 
5812 269 345610 4891011 
pes 11 3 na 2345789 5679101112 
2478 10 4671012 5 lal i 239 
23456910 4589101112 Desne 7 8 li 2367891) 





4 


biotite: REFERENGES 
Vi Cerbi; ice ee rinesples Of Conerent Commun leatronsi, 
McGraw-Hill, 1966. 
Peterson, W.W., Error-Correcting Codes, MIT Press, 1961. 


Advisory Group for Aerospace Research and Development, 


Spread Spectrum Communications, 1973. 


109 





4 


Ph TIA DISTRIBUTION List 


No. Copies 


Brbrary, Code 0212 2 
Naval Postgraduate School 
Monterey, California 93940 


Associate Professor J.E. Ohlson, Code 520L 5 
Department of Electrical Engineering 

Naval Postgraduate School 

Monterey, California 93940 


Department Chairman, Code 52 1 
Department of Electrical Engineering 

Naval Postgraduate School 

Monterey, California 93940 


Associate Professor Glen Myers, Code 52Mv 1 
Department of Electrical Engineering 

Naval Postgraduate School 

Monterey, California 93940 


Lieutenant Richard Pettus il 
SMC 1061 

Naval Postgraduate School 

Monterey, California 93940 


Lieutenant Sidney M. Skjei, Jr. USN 3 
NTSA Group 

4401 Massachusetts Ave. (N.W.) 

Washingtem, D.C. 20390 


Defense Documentation Center 2 
Cameron Station 
Alexandria, Virginia 22314 


LEA, 





= -» 





thesS555 
flexible spread spectrum syste 


DUDLEY KNOX LIBRARY 





